
Wall framing 600mm crs max

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

45x18mm min. H3.1 vertical
timber counter-battens

Vapour permeable flexible wall
underlay or rigid wall underlay

studs @ 600mm
crs.max.

studs @ 600mm
crs.max.

Base of wall with an extra 
batten in between to 
accommodate double course
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Horizontal battens fixed to studs at max 
600mm centers with two hot dipped 
galvanized nails or screws to achieve min 
40mm penetration into stud. Stainless steel 
fixings must be used in sea spray zones.

Timber wedge, cut to suit 
(approx 6-7mm thickness) 
behind second course. 
Positioned to suit.

Optional add a self sealing 
tape between underlay and 
counter battens e.g. Proclima 
Tescon® Naideck
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Abodo Vulcan Shingle

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

Timber wedge, cut to suit
(approx 6-7mm thickness)
behind second course.
Positioned to suit.

Horizontal battens fixed to studs at max 
600mm centers with two hot dipped 
galvanized nails or screws to achieve min 
40mm penetration into stud. Stainless steel 
fixings must be used in sea spray zones.

Vapour permeable flexible wall
underlay or rigid wall underlay
Optional add a self sealing 
tape between underlay and 
counter battens e.g. Proclima 
Tescon® Naideck

45x18mm min. H3.1 vertical
timber counter-battens

Timber wedge, cut to suit 
(approx 6-7mm thickness) 
behind second course. 
Positioned to suit.

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

studs @ 600mm
crs.max.
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Abodo Vulcan shingle
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Wall Section
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Wall set-up Isometric
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38mm min. offset 
between joints

5-10mm gap 
between shingles
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Shingles must be laid in a random pattern 
to avoid tracking of water into gaps (not 
more than 10% shall be in direct alignment 
in alternate courses).
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Wall framing 600mm crs max

Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Building wrap to be extended
35mm beyond the bottom plate

Concrete Foundation

DPC

Internal wall lining

15
m

m
  m

in
 d

rip

Slab edge insulation (optional)

DPC

Wall Framing

Abodo Vulcan Shingle

45x18mm H3.1 vertical timber
counter-battens @ max
600mm ctrs

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

35
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E2/AS1 - Fig. 65 - Minimum Ground Clearance

GARAGE
OPENING

Line of interior
finished floor level
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15
0

25mm min clearance between
bottom of cladding and driveway

at garage door openings

Ramp
down

20mm set down
for garage door

Base of exterior
cladding

Exterior
Paved

Unpaved
Ground



Wall framing 600mm crs max

Floor Framing

Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Building wrap to be extended
35mm beyond the bottom plate

Concrete Foundation

DPC

Flooring

Internal wall lining
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Abodo Vulcan Shingle

45x18mm H3.1 vertical timber
counter-battens @ max
600mm ctrs

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

Two hot dipped galvanised
nails, 40mm into each stud.
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rip

15

40x2.5mm stainless steel flat
head shank nail

Cavity closer35

Floor Insulation
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E2/AS1 - Fig. 65 - Minimum Ground Clearance

GARAGE
OPENING

Line of interior
finished floor level
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0

25mm min clearance between
bottom of cladding and driveway

at garage door openings

Ramp
down

20mm set down
for garage door

Base of exterior
cladding

Exterior
Paved

Unpaved
Ground



Internal wall lining

Wall framing 600mm crs max Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck
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40x2.5mm stainless steel flat
head shank nail

Abodo Vulcan Shingle

45x18mm H3.1 vertical timber
counter-battens @ max
600mm ctrs

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.
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Wall framing 600mm crs max

Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck Internal wall lining

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

Seal boards together with
modified silicone or
construction sealant

AW92 Cover boards with
6 x 6mm weathergrooves

20 5

20
5

20

Two hot dipped galvanised
nails, 40mm into each stud.

AW91 Cover boards with
6 x 6mm weathergrooves

5-10 mm offset between 
shingles in alternate 
courses.

40x2.5mm stainless steel flat
head shank nail

45x18mm H3.1 vertical timber
counter-battens @ 600mm ctrs

Butyl rubber flashing tape is
placed in between each
course
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Wall framing 600mm crs max
Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Internal wall lining

Abodo Vulcan Shingle

Two hot dipped galvanised
nails, 40mm into each stud.

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

20

5

20

Alternate courses. Trim edge 
flush with adjacent shingle on 
opposite face of corner.

Butyl rubber flashing tape is
placed in between each
course
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Wall framing 600mm crs max

Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Internal wall lining

Alternate courses. Trim edge 
flush with adjacent shingle on 
opposite face of corner.

20
5

20

20 5

Abodo Vulcan Shingle

45x18mm H3.1 vertical timber
counter-battens @ 600mm ctrs

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.
40x2.5mm stainless steel flat
head shank nail

Butyl rubber flashing tape is
placed in between each
course

Metal soaker (optional)

AW41 20x20mm moulding
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Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Wall framing 600mm crs max

Internal wall lining

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

Alternate courses. Trim edge 
flush with adjacent shingle on 
opposite face of corner.

45x18mm H3.1 vertical timber
counter-battens @ 600mm ctrs

Abodo Vulcan Shingle

Butyl rubber flashing tape is
placed in between each
course
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Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Wall Framing

Internal wall lining

8g x 20 mm S.S. screw from
back of flashing @ 480 mm crs

Internal corner flashing to
provide 75mm cover - Low to
Very High wind zones can be
unhemmed, Extra High wind
zone requires folded hem

AW41 40x40mm exterior
moulding

Abodo Vulcan Shingle

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

45x18mm H3.1 vertical timber
counter-battens @ 600mm ctrs

75

75

Carefully applied sealant e.g.
11FC

Carefully applied sealant e.g.
11FC

AW41 20x20mm moulding
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Wall framing 600mm crs max

Internal wall lining

35mm min. bottom of cladding
to highest point of decking

Deck membrane

Deck structure

Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Building wrap lapped over
Deck membrane

Building wrap to be extended
35mm beyond the bottom plate

35

100mm min. finished deck surface
to internal finished floor level

Floor structure

DPC

150mm min. fully supported
membrane carried up wall

m
in

. 5
0m

m

10
0

35

Abodo Vulcan Shingle

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

45x18mm H3.1 vertical timber
counter-battens @ max
600mm ctrs

20mm triangular fillet

Slab edge insulation (optional)
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Wall framing 600mm crs max
Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Internal wall lining

35mm min. bottom of cladding
to highest point of decking

Deck membrane

20mm triangular fillet

Framing to fully supports
membrane

150mm min. membrane
 carried up wall

Building wrap lapped over
deck membrane

35

Deck Structure

15
0

Abodo Vulcan Shingle

Cavity closer

45x18mm H3.1 vertical timber
counter-battens @ max
600mm ctrs

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.
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5° min. slope

Metal parapet flashing with
drip edge

Roof underlay to provide
separation between flashing
and timber

Fix parapet flashing through 
side

Wall framing 600mm crs max

Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

.

Parapet flashing to provide
50mm min. cover over 
weatherboards
(70mm for very high wind 
zones)

H3.2 treated packer to form
slope

50

Abodo Vulcan Shingle

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

45x18mm H3.1 vertical timber
counter-battens @ max
600mm ctrs
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Saddle Flashing

100 Min.

Metal parapet flashing with 
drip edge and 5° crossfall 
dashed above

Metal saddle flashing with 
50mm min. upstand and 5° 
crossfall

Flexible flashing tape dressed
up and securely adhered to
building wrap at rear of cavity

Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

Abodo Vulcan Shingle

45x18mm H3.1 vertical timber
counter-battens @ 600mm ctrs

Sloped H3.1 packer with 5° 
crossfall across cavity

Butyl rubber flashing tape is
placed in between each
course
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Wall framing 600mm crs max

Internal wall lining

15mm min. drip edge (Cavity 
closure to bottom of cladding)

Flexible flashing tape over
'z' flashing

Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

10

5mm min. capillary gap

35mm 'z' flashing sealed to
head angle
15º min. slope
35mm min. upstand
10mm min. cover to flange

0.55mm galv steel head angle
seal and rivet to meter box

Meter box

Building wrap dressed into
opening with flashing tape
installed over wrap

Air seal over
PEF backing rod

35
m

m
 m

in
.

5

Abodo Vulcan Shingle

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

45x18mm H3.1 vertical timber
counter-battens @ max
600mm ctrs

13
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Meter box

50

Air seal over
PEF backing rod

Air seal over
PEF backing rod

Internal wall lining

Wall framing 600mm crs max

Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Building wrap dressed into
opening with flashing tape
installed over wrap

20
5

20

0.55mm galv steel jamb angle
with hem seal and rivet to
meter box

Abodo Vulcan Shingle

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

45x18mm H3.1 vertical timber
counter-battens @ 600mm ctrs

BS4S 42x18mm band scribed
to shingles
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Internal wall lining

Air seal over
PEF backing rod

Building wrap dressed into
opening with flashing tape
installed over wrap along sill
and 100mm up jamb

Meter box

Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon NaideckWall framing 600mm crs max

35

0.55mm galv steel sill angle
seal and rivet to meter box
35mm min. cover to
weatherboard

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

45x18mm H3.1 vertical timber
counter-battens @ max
600mm ctrs

Abodo Vulcan Shingle
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Wall framing 600mm crs max

Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Pipe penetration sealing 
grommet adhered to building 
wrap and pipe

10
0

Lap 100mm along wall
Lap 20mm along pipe

Pipe with 5º fall

Sealant over
PEF backing rod

Packer to support pipe
Pipe to be secured to packer

Nog

Sealant over
PEF backing rod

Internal wall lining

20

Abodo Vulcan Shingle
45x18mm H3.1 vertical timber
counter-battens @ max
600mm ctrs

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.
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Building wrap lapped over 
apron flashing

Wall framing 600mm crs max

75
 m

m
 m

in
.

35
m

m
 m

in
.

110mm minimum upstand
flashing with 10mm hem

Underlay carried up face of
framing behind upstand 
flashingStopend

Internal wall lining

Roofing

.5mm gap max.
for notched downturn

Abodo Vulcan Shingle

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

Cavity closer

Wall Framing

Scale:

Date:
PROFILE SHEET NUMBER REVISION

Abodo Shingle Wall System

© Abodo Wood Ltd.  2022

info@abodo.co.nz
T +64 (9) 249 0100

Abodo Wood Ltd.
62 Ascot Road, Mangere,
Auckland 2022, New Zealand

SHEET TITLE

 1 : 2

01A.S.W.20

Apron Flashing

November 2023



Internal wall lining

Soffit lining

Wall framing 600mm crs max

Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

5

Abodo Vulcan Shingle

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

Soffit framing

40x2.5mm stainless steel flat
head shank nail

Two hot dipped galvanised
nails, 40mm into each stud.

Proclima or equivalent
weathertight sealing tape to
seal wall cavity from roof cavity

Mesh cavity closer

50
 m

m
 m

in
.

AW32 Soffit moulding fitted
tightly up against soffit lining

6
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Top Of Wall - Flat Soffit
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Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Wall framing 600mm crs max

Fascia board

Indicative spouting

35

.
Roofing to overhang
fascia by 50mm

Roof underlay over
eave flashing

Roof framing

Internal wall lining

125mm min. eave flashing

5

Roofing

Abodo Vulcan Shingle

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

45x18mm H3.1 vertical timber
counter-battens @ max
600mm ctrs

Mesh cavity closer

Flashing to seal off wall cavity
from roof space
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Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Wall framing 600mm crs max

Soffit lining

Soffit framing

Internal wall lining

AW32 Soffit moulding fitted
tightly up against soffit lining

6
5

Mesh cavity closer

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

Abodo Vulcan Shingle

45x18mm H3.1 vertical timber
counter-battens @ max
600mm ctrs

Proclima or equivalent
weathertight sealing tape to
seal wall cavity from roof cavity
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Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Wall framing 600mm crs max

Internal wall lining

18° min. - 30° max.

Custom metal flashing under 
soffit lining and over cladding 
35mm min. With drip edge.

50mm min.

Soffit lining

35
 m

m
 m

in
.

Soffit framing

Proclima or equivalent
weathertight sealing tape to
seal wall cavity from roof cavity

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

45x18mm H3.1 vertical timber
counter-battens @ max
600mm ctrs

Abodo Vulcan Shingle

6
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Wall framing 600mm crs max

Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Flexible flashing tape over
head flashing

Stopends to flashing to
finish at back of cladding

5mm min. capillary gap

Seal head flashing to joinery
for very high wind zones

Head flashing
15º min. slope
35mm min. upstand
10mm min. cover to joinery

Building wrap dressed into
opening with flashing tape
installed over wrap

Air seal over
PEF backing rod

Internal wall lining

Aluminium thermal broken
joinery

Packer

5

Abodo Vulcan Shingle

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

45x18mm H3.1 vertical timber
counter-battens @ max
600mm ctrs

Cavity closer

35
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Wall framing 600mm crs max

10mm min joinery 
cover

Building wrap dressed into
opening with flashing tape
installed over wrap

Aluminum joinery

Air seal over
PEF backing rod

Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Internal wall lining

Packer

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

45x18mm H3.1 vertical timber
counter-battens @ 600mm ctrs

.
BS4S 42x18mm band scribed
to shingles

Abodo Vulcan Shingle

Line head flashing above, 
20mm overlap beyond 
scriber
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Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Wall framing 600mm crs max

Support bar screwed
to timber framing

Building wrap dressed into
opening with flashing tape
installed over wrap along sill
and 100mm up jamb

Air seal over
PEF backing rod

Internal wall lining

Packer

. 10mm min joinery 
cover

Abodo Vulcan Shingle

45x18mm H3.1 vertical timber
counter-battens @ max
600mm ctrs

Aluminium thermal broken
joinery

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.
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Wall framing 600mm crs max

Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Flexible flashing tape over
head flashing

5mm min. capillary gap

Head flashing
15º min. slope
35mm min. upstand
10mm min. cover to joinery

Building wrap dressed into
opening with flashing tape
installed over wrap

Air seal over
PEF backing rod

Internal wall lining

Packer

5

Abodo Vulcan Shingle

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

45x18mm H3.1 vertical timber
counter-battens @ max
600mm ctrs

Cavity closer

Sealant over
closed cell foamtape

35

Aluminium thermal broken
joinery

35
 m

in
.

50
10

 m
in

.15°

10
 m

in
.
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Wall framing 600mm crs max

10mm min joinery cover

Building wrap dressed into
opening with flashing tape
installed over wrap

Air seal over
PEF backing rod

Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Internal wall lining
88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

45x18mm H3.1 vertical timber
counter-battens @ 600mm ctrs

Abodo Vulcan Shingle

Jamb Flashing

Sealant over
PEF backing rod

Timber Trim sealed and glued 
to flashing. Prime to back 
face of timber

10

Aluminium thermal broken
joinery

20
5

20
20

Line head flashing above, 
20mm overlap beyond 
scriber

Line of sill flashing with 35mm 
cover over cladding

35

70

40

20
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Vapour permeable flexible wall
underlay or rigid wall underlay.
Optionally add a self sealing
tape between underlay and
counter battens e.g. Proclima
Tescon Naideck

Wall framing 600mm crs max

Building wrap dressed into
opening with flashing tape
installed over wrap along sill
and 100mm up jamb

Air seal over
PEF backing rod

Internal wall lining

Packer

10mm min joinery 
cover

Abodo Vulcan Shingle

45x18mm H3.1 vertical timber
counter-battens @ max
600mm ctrs

35

6

.

15°

Line of timber trim

Aluminium thermal broken
joinery

Mesh cavity closer

Sill flashing

Flashing to continue behind 
packer to form sill flashing 
with upstands

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

35

50 65

40

15°

20
25
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45x18mm H3.1 vertical timber
counter-battens

Wall framing 600mm crs max

Sill flashing with 15° min slope
and 35mm cover over cladding

Jamb flashing with hems each
end

Head flashing with 15° min
slope and 35mm upstand

88x19mm min. H3.2 Horizontal
timber cavity batten @ 200mm
max fixed with 2x min hot
dipped galvanised 90x32 flat
head, ring shank nail or
90x3.15 D flat head, power
driven nail.

25mm upstand at each end

Stop end at each end of 
head flashing

Lintel framing

Building wrap removed from view for clarity
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Shingle Elevation 171
1  1 : 5

Shingle Elevation 114
2
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Shingle Plan 171
5  1 : 5

Shingle Plan 85
7
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Shingle Section
4 1 : 5

Shingle Elevation 85
3

 1 : 5

Shingle Plan 114
6
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PROFILE - AW12
1  1 : 1

PROFILE - AW32
2
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PROFILE - AW41 20x20
4 1 : 1

PROFILE - AW41 40x40
3

 1 : 2

PROFILE - AW72 Fascia
6

 1 : 2

PROFILE - AW91
5

 1 : 2

PROFILE - AW92
7

 1 : 1

PROFILE - BS4S 42x18
8  1 : 1

PROFILE - BS4S 65x18
9
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PROFILE - BS4S 238x25 Exterior Moulding
10
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Abodo Vulcan Shingle 171mm

Abodo Vulcan Shingle 114mm

Abodo Vulcan Shingle 85mm
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	A.S.W.01 - Cavity Batten Fix
	A.S.W.02 - Wall Section
	A.S.W.03 - Shingle set out and fixings
	A.S.W.04 - Base of Wall - Concrete Floor
	A.S.W.05 - Base of Wall - Timber Floor
	A.S.W.06 - Secret Fixing - Wall
	A.S.W.07 - External 90° Corner - Boxed
	A.S.W.08 - External 135° Corner - Laced
	A.S.W.09 - External 90° Corner - Laced
	A.S.W.10 - Internal 90 Corner - Laced
	A.S.W.11 - Internal 90° Corner - AW41 Moulding
	A.S.W.12 - Enclosed Deck - Concrete Substrate
	A.S.W.13 - Enclosed Deck - Timber Substrate
	A.S.W.14 - Parapet Balustrade Cap Flashing
	A.S.W.15 - Parapet to Wall
	A.S.W.16 - Meter Box Head
	A.S.W.17 - Meter Box Jamb
	A.S.W.18 - Meter Box Sill
	A.S.W.19 - Pipe Penetration
	A.S.W.20 - Apron Flashing
	A.S.W.21 - Top Of Wall - Flat Soffit
	A.S.W.22 - Top Of Wall - No Soffit
	A.S.W.23 - Top Of Wall - Slopping Soffit
	A.S.W.24 - Top of Wall - Raking Soffit
	A.S.W.25 - Window Head
	A.S.W.26 - Window Jamb
	A.S.W.27 - Window Sill
	A.S.W.28 - Window Head - Recessed
	A.S.W.29 - Window Jamb - Recessed
	A.S.W.30 - Window Sill - Recessed
	A.S.W.31 - Window Flashing Isometric
	A.S.W.32 - Shingles - Profile Sheet
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